
ECONT® Ultra HD (4K) SURGICAL DISPLAYS

•	 High resolution up to UHD 4K x 2K

•	 High brightness and contrast rates

•	 Gamma curve and color temperature selection

•	 Luminance compensation

•	 10 bits processor & 14 bits LUT , 3D LUT (optional)

•	 14 LUTs for calibration mode, DICOM preset

•	 IP65-protected true flat front bezel with anti-reflective (AR) glass

•	 Fanless and vent-free design for rear housing

•	 3G-SDI solution, DVI long cable support

•	 PIP/POP/scaling/freeze on OSD control

FEATURES



ORDER INFORMATION:

01.0501.400   27” HB/UHD Surgical Display ECONT-0501.4

01.0501.500   32” HB/DVI 4K2K Surgical Display ECONT-0501.5 

01.0501.700   43” HB/UHD Surgical Display ECONT-0501.7 

01.0501.900   55” HB/UHD Surgical Display ECONT-0501.9

SPECIFICATIONS

Model Name ECONT-0501.4 ECONT-0501.5 ECONT-0501.7 ECONT-0501.9

Display Size, diagonal 27” 32” 43” 55”

Image Size (w*h, mm) 596.1x335.3 708.4x398.5 941.1x529.4 1209.6x680.4

Native Resolution 3840x2160 3840x2160 3840x2160 3840x2160

Display Color 1.07 Billion 1.07 Billion 16.7 Million 1.07 Billion

View Angle 178° 178° 178° 178°

Brightness 740 cd/m2 650 cd/m2 460 cd/m2 400 cd/m2

Contrast Ratio 1000:1 1350:1 3000:1 4000:1

Aspect Ratio 16:9 16:9 16:9 16:9

Response Time 16 ms (gtg) 18 ms (gtg) 8 ms (gtg) 6.5 ms (gtg) 

Touch Screen P-CAP (optional) P-CAP (optional) P-CAP (optional) P-CAP (optional)

Input Signal Interface DVI (HDMI 1.4), HDMI 
(HDMI 2.0), Display-
Port (DisplayPort 
1.2a ),
VGA&USB HUB/Cali-
bration
optional: SDI in/out or 
DVI in

DVI (HDMI 1.4), HDMI 
(HDMI 2.0), Display-
Port (DisplayPort 1.2a),
VGA&USB HUB/Cali-
bration
optional: SDI in/out or 
DVI in

DVIx4 (HDMI 1.4 com-
pliant), DisplayPort 
x2 (DisplayPort 1.2a 
compliant),
VGA&USB HUB/Cali-
bration

DVIx4 (HDMI 1.4 com-
pliant), DisplayPort 
x2 (DisplayPort 1.2a 
compliant),
VGA&USB HUB/Cali-
bration

Power Consumption On: <80W;  
active off: <10W

On: <130W;  
active off: <15W

On: <150W;  
active off: <5W

On: <200W;  
active off: <5W

Power Supply AC/DC adapter AC/DC adapter Internal PS Internal PS

Dimensions (w*h*d, mm) 660.2x408.76x52.9 761.2x465.6x61.5 1037x630x83.5 1314x785x85

Weight 8.6kg 10.7kg 28kg 47kg

Regulatory Compliance CE (IEC/EN 60601-1: 
ed.3.1; IEC/EN 60601-
1-2:2014/2015, 4th 
ed.) 
FCCB

CE (IEC/EN 60601-1: 
ed.3.1; IEC/EN 60601-
1-2:2014/2015, 4th 
ed.) 
FCCB

CE (IEC/EN 60601-1: 
ed.3.1; IEC/EN 60601-
1-2:2014/2015, 4th 
ed.) 
FCCB

CE (IEC/EN 60601-1: 
ed.3.1; IEC/EN 60601-
1-2:2014/2015, 4th 
ed.) 
FCCB
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